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CONTINUAL TURBO DISC SPECIAL DISC SECTORDISC ~ LEFT 45°/90°  90° SQUARE FOLDING TILE STOPPER COUNTER EXTENSION ~ WHEEL KIT FEED  TELESCOPIC INCREASED EXTENSION KIT CUTTING WOODEN CASE  OVERLAPABLE
SQUARE

CROWN DISC FOR PORCELAIN EXTENSION DEVICE SQUARE BENCH WITH SIDE SQUARE FLANGES @ FOR LATERAL  WIDTH DIGITAL PALLETS
BENCH ROLLERS 200 MM BENCHES DISPLAY
TECHNICAL CHARACTERISTICS
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0 300-360mm 0 25,4mm 190mm 235mm REMOVABLE FOLDING MO PLUNGE SYSTEM VARU\BL[ TR\M BEU TRAN- 45°/90° ADJUSTABLE ADJUSTABLE TELESCOPIC LEGS WITH PUMP COOLING  MULTI JET WET
TANK TOR GROU! SMISSION SQUARE SQUARE SDlée:y[ﬁ LEGS WHEELS COOLING
o For cutting granite, marble, porcelain, single and double fired, bricks, cement, efc... o Fasy-fo-remove polypropylene tank for easy deaning. Capacity: 38 It (10 Gal).
o Maximum length of cut: 155 cm (61"). o Heavy duty water pump and (2) jet nozzles provide superior blade cooling.
o Maximum thickness of cut: 110 mm (4 1/3") in single pass; o Sliding motor assembly with cast aluminum housing provided with 4 re-adjustable pulleys
235 mm (9 1/4”) in double pass. (double bearings). Extruded aluminum rail.
o Maximum blade diameter @ 360 mm (14"); smallest blade diameter @ 300 mm (12"). o Re-adjustable square for long lasting precision.
o Adjustable cutting depth. o Telescopic legs provided with safety device to prevent collapsing.
o Tilting motor assembly for bevel cuts from 0° to 45°. o Pivoting blade guard remains parallel with file to ensure maximum cutting depth.
o Belt driven system optimizes motor forque and cutting capacity. o Floating blade guard remains in contact with tile to provide extra safety during operation.
Gear ratio of motor fo disc 1,4 = 1. Drive belt type poly V. o Equipped with: diomond disc @ 300 mm (12”) for porcelain tiles, wheels kit for easy
o (ast and extruded aluminum framework. transport, pressure device to hold tile, key kit, wrench, manual.
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420150A AP 8050532002692 1 230 V 50 Hz @ P+1/16A Single-phase 30V/22kW 2800 300 mm 12" 2000
420150A 400P 8050532002739 1 400 V 50 Hz @ 3p+T+N / 164 Three-phase 30V/22kW 2800 300 mm 12" 2000
420150A 60HP 8050532002746 1 230V 60 Hz ©® 2P+T/ 16A Single-phase 30V/22kW 3360 300 mm 12" 2400
420150A USP 8050532002715 1 110 V 60 Hz 2P+T/ 320 Single-phase 2,2 (V/1,65 kW 3360 300 mm 12" 2400
420150A GBP 8050532002760 1 110 V 50 Hz 2P+T/ 320 Single-phase 2,2 (V/1,65 kW 2800 300 mm 12" 2000

CUTTING SPECIFICATIONS AND MACHINE DIMENSIONS / WEIGHT
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ZOE 150 ADV 350mm 14" NOmm  41/3" 80mm 318" | 155m 109 x 109 cm 200x70xh95cm | 106Ky =~ 200x80xh 110 cm 147 Kg

300 mm | 12" | 80 mm g 427 8" x427/8" | 783/4"x 271" xh 37" | 233.7 Ibs 783/4" x 311/2" xh 43"
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